
ADAMS-BROWN/8 SERVICES, INC.

J. Robert Burge
Adams-Brown Services
6000 Technology Dr. Bldg. 2
Huntsville. AL 35805
January 24, 2001

Sharon Jordan
Tcnnessee Valley Authority
P.O. Box 1010. CSA lA
Muscle Shoals. AL 35662-1010

Dcar Mrs. Jordan.

On December 8. 2000 a conductivity test was conducted for a 295 fool borchole at Cullmnan High
School in Cullman. Alabama. The calculations for this lest were performed by Geothermal Resource
Technologies. Inc. The borehole data and results of this test are as follows:

Borehole Depth 295 ft.
Borehole Diameter 6 VA"
U-Bend Length 590 ft.
U-Bend Size 1" HDPE
Grout Type Cuttings

Test Duration 47.98 hrs.
Calculated Circulator Flow Rate 6.8 gpim
Fortation Thennal Conductivity 2.16 Btu/lr-ft-0 E
Undisturbed Ground Temperature 59.5 0F

Thank you for the opportunity to work on this project and if you hax. e any questions please reel
free to call me at (256) 704-1787.

Si cerel' 

J. Robert Surge

CC Dan Whitaker

6000 Technology Drive, Bldg. 2 * Huntsville, AL 35805 * 25S6) 704-1787 * Fax (256) 704-1789



Mid-South Geo & Water Resources, Inc. WORK ORDER
P.O. Box 297 ' Lebanon, TN 37088-0297

Phone (615) 444-0423 * Fax: (615) 444-0427 0 1043

Date 12/ 1/Cc

Job CU Hihan Hi1 School Phone

Address County

Requested On:

Start Drilling Complete Drilling 11/23/00

Total Depth Depth to Rock

Casing Set Type & Size Bit Type/Size

Total Yield Water Zones Quality Water

DEPTH FORMATION

0 1

0 15 Ft. Dirt

15 - 95 Ft. Gray Lime

95 98 Ft. Black Shale & Water

98 - 140 Ft. Gray Lime with small layers (8 - 12") of Sand Rock

140 - 143 Ft. Sandy Lime (Soft)

142 - 185 Ft. Sandy Lime (Soft)

185 - 200 Ft. Sandy Lime & Shale Carrying nwater

200 - 300 Ft. White/Gray Sand - Hard/Very Abrasive
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